
FOX 810 nm

LASER…INNOVATION 
MADE IN GERMANY

F O X 
D I O D E  L A S E R

810 nm, 8 Watt Output Power

Glaucoma Therapy CPC

Endocoagulation

DCR

Green Aiming Beam 

LIO, DiopexyO P H T H A L M O L O G Y



A.R.C. Laser GmbH
Bessemerstraße 14
D-90411 Nürnberg
Germany

  +49 (0) 911 217 79-0
 +49 (0) 911 217 79 99
info@arclaser.com
www.arclaser.com

Your local distributor:
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F O X
D I O D E  L A S E R

FOXFOX

810, 940, 980, 1064 nm

Abmessungen FOX

Wavelength OptiOns:

FOX  
Diode laser

the world‘s first diode laser 
with output calibration

Treatment at  
your finger tips

Not without  
my FOX!

the most versatile and  
affordable surgical laser!

Power Meter

Power Supply 

Door Interlock

AUX 1 / AUX 2

Foot Switch

tOuch - select - treat 

Power Calibration   h
at Fiber Distal Tip 
Green   h
Aiming Beam
Video Screen  h
Capability 

Green aiming beam for   h
pinpoint accuracy

Store up to 99 treatment  h
programs in memory

Battery operation enables  h
unlimited range of usage

Superior performance for  h
maximum utilization

Video library is available   h
via USB flash drive

Expand your office services with the FOX.

Unlimited benefits offered by the FOX.

Partner with us to develop new advancements.

Dimensions FOX

Rear Connectors FOX

FOX laser and ac-
cessories are stowed 
in a durable carrying 
case. 

SPECIFICATIONS
Wavelength/Power* 810 nm 

940 nm 
980 nm 

1064 nm

    8 Watt 
4 Watt

12 Watt
10 Watt

Pulse Width / adjustable 0.1 ms to cw

Pulse Intervall 0.1 ms to cw

Aiming Beam Green 532 nm, < 1 mW

Dimensions (WDH) 142 x 163 x 174 mm

Weight 1.2 kg

Input Voltage Integrated Batteries, rechargeable

* at the distal end

Specify wavelength at order.
Changes in design and  
specifications to enhance  
performance will be incor- 
porated without any further  
notice. 

Fast and easy change of the fibers - click-in / click-out. 

Adjusted – ready to use.

LASEr rAdIATION
AVOID EXPOSURE TO BEAM 
CLASS 4 LASEr PrOdUCT

P = 15 Watt, 810-1064 nm
P < 2 mW, 532 nm 

VISIBLE AND INVISIBLE LASER RADIATION
AVOID EYE OR SKIN EXPOSURE TO 
DIRECT OR SCATTERED RADIATION

DIODE LASER 810-1064 nm = 15 Watt CW
DIODE LASER 532 nm < 2 mW CW

CLASS 4 LASER PRODUCT

A.R.C. Laser GmbH
Bessemerstraße 14
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LASER RADIATION
AVOID EXPOSURE TO BEAM 
CLASS 4 LASER PRODUCT

P = 10 Watt, 810 nm
P < 5 mW, 532 nm 

VISIBLE AND INVISIBLE LASER RADIATION
AVOID EYE OR SKIN EXPOSURE TO 
DIRECT OR SCATTERED RADIATION

DIODE LASER 810 nm = 10 Watt CW
DIODE LASER 532 nm < 5 mW CW

CLASS 4 LASER PRODUCT

Specifications are subject  
to change without notice.
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The device and the delivery system is 
protected by one or more patents.

ENDO Probes, single use

20 G straight LL13009s

21 G straight LL13011s

curved 30° LL13014s

23 G straight LL13006s

curved 30° LL13025s

FLEX-Endo LL11057s

25 G straight LL13010s

curved 30° LL13015s

Cyclophotokoagulation Probe HS11025s

Straight Endo Probe 
20 G: LL13009s \ 21 G: LL13011s \ 23 G: LL13006s \ 25 G:  LL13010s

Curved Endo Probe 30° 
21 G: LL13014s \ 23 G: LL13025s \ 25 G:  LL13015s

ACCESSORIES:

Endo Probe:  19; 20; 21; 23; 25 G straight /  

  curved 30°, Flex-Endo 23 G

Diopexy Probe:  side fire hand piece 

CPC Probe 600 µm: spherical tip for transscleral application

LIO: Laser Indirect Ophthalmoscope

SPECIFICATIONS FOX 810 nm

LIO 
In combination with our FOX with 
eye protection filter and coaxial 
coupling. For the use with infants 
or lying patients (ZU11024).

APPLICATIONS:
 h CPC 

 h Endophotocoagulation

 h Transscleral Coagulation

 h DCR with 810 nm 
Using the FOX laser simplifies this  

procedure enormously - Ask us! 

ADVANTAGES:
 h Ambulant therapy possible

 h Sterile disposable probes

 h Battery operated + ultra portable

 h Bare fiber and different probes

CPC with the FOX laser. The wavelenghth 810 nm is ideal for the 

treatment of the cilliary body.


